### Interference Lithography grating stocklist

<table>
<thead>
<tr>
<th>Grating pitch [nm]</th>
<th>Type of grating</th>
<th>Etch depth [nm]</th>
<th>Substrate size [mm]</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>250</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>250</td>
<td>line/space</td>
<td>300</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>275</td>
<td>line/space</td>
<td>80</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>275</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>325</td>
<td>2d pillar</td>
<td>100</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>325</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>2d pillar</td>
<td>110</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>hex hole</td>
<td>200</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>2d hole</td>
<td>140</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>400</td>
<td>2d hole</td>
<td>100 SiO2</td>
<td>150</td>
<td>Si +100nm SiO2</td>
</tr>
<tr>
<td>400</td>
<td>2d holes</td>
<td>*)</td>
<td>150</td>
<td>fused silica</td>
</tr>
<tr>
<td>435</td>
<td>line/space</td>
<td>135</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>450</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>450</td>
<td>2d pillar</td>
<td>150</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>450</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>450</td>
<td>line/space</td>
<td>450</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>458,5</td>
<td>line/space</td>
<td>125</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>470</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>hex pillar</td>
<td>125</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>line/space</td>
<td>100</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d conical pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d hole</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d hole</td>
<td>110</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d hole</td>
<td>200</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d pillar</td>
<td>100</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>500</td>
<td>2d pillar</td>
<td>200</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>600</td>
<td>2d hole</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>657</td>
<td>2d hole</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>657</td>
<td>2d hole</td>
<td>300</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>800</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>800</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>800</td>
<td>2d hole</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>800</td>
<td>hex pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>800</td>
<td>hex</td>
<td>460</td>
<td>150</td>
<td>Si</td>
</tr>
</tbody>
</table>

*Availability of goods is subject to change without further notice*
## Interference Lithography grating stocklist

<table>
<thead>
<tr>
<th>Grating pitch [nm]</th>
<th>Type of grating</th>
<th>Etch depth [nm]</th>
<th>Substrate size [mm]</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>1000</td>
<td>2d pillar</td>
<td>400</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>1000</td>
<td>2d hole</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>1000</td>
<td>2d hole</td>
<td>160</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>1200</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>1800</td>
<td>hex pillar</td>
<td>475</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>2000</td>
<td>2d pillar</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>2000</td>
<td>2d pillar</td>
<td>133</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>2500</td>
<td>line/space</td>
<td>*)</td>
<td>150</td>
<td>Si</td>
</tr>
<tr>
<td>2500</td>
<td>line/space</td>
<td>1000</td>
<td>150</td>
<td>Si</td>
</tr>
</tbody>
</table>

*) not etched yet

### Available on request:

AMO GmbH  
Dipl.Ing. Michael Moeller  
moeller@amo.de  
Otto-Blumenthal-Str. 25  
52074 Aachen  
Phone: +49 241 8867209

Availability of goods is subject to change without further notice